
AirCast Pro
Elevating presentationexperiences - wirelessly

Wireless Collaboration Device

BYOD | BYOM



AirCast Pro
S P E C I F I C A T I O N

CONNECTING YOU ACROSS SPACE AND TIME

          

          

Technical Specifica�ons                         

System requirments                                    Minimum Intel i3 8th Gen or above / 8GB RAM, Windows 10 / Mac Latest Build
                                                                        Recommended Intel i5 8th Gen or above / 8GB RAM, Windows 10 / Mac Latest Build 

Interface                                                        4x USB, 1x HDMI IN, 2x HDMI OUT (1 x 4k 60hz; 1 x 1080P)

Max Output Resolu�on                               3840x2160@60Hz 

                                                                        4K via Applica�on

Video Capacity                                             1080P via dongle

Audio Output                                                1x 3.5mm female jack, HDMI

System Version                                             Android

RAM                                                               4GB

ROM                                                               32GB

Na�ve Protocols                                           AirPlay/Miracast/Chromecast, Windows/MAC, AC-H/AC-C

Simultaneous On Screen  Windows          9 Screens

Number of Simultaneous Connec�ons     ≤ 32

Video Playback Frame Rate                        20-60 FPS

Latency                                                          ＜100ms，Min 20ms

WiFi Data Rate                                              TX 300Mbps

Wireless Transmission Protocol                 WiFi IEEE 802.11 b/g/n/ac

Frequency Band                                           2.4 GHz & 5GHz

WiFi Encryp�on                                            AES WPA PSK, WPA2 PSK

Control Method                                            Telnet, RS232

Dimension (W x D x H)                                190mm x 113mm x 33mm (Antenna not included)

Opera�ng Temperature                              -4° to +113° F (-20° C to +45° C)

Storage Temperature                                  -4° to +140° F (-20° C to +60°  C)

Rela�ve Humidity                                         20%~ 85% RH（no condensa�on)

DC Power                                                      12V

Power Consump�on                                    12W 

Power Adapter                                             AC100~240v 50/60Hz 12V/1.5A


